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PDUs delivered with fast-response

Flexible and automated build-to-order PDUs manufactured in [ Fast-Response Models: 70+ PDUs in 1-2 weeks
an AS9100 ISO certified facility. Fast-Response (1-2 week) build Select Models: 1400+ PDU models in 6-8 weeks
to order PDUs are available in every power type.

MONITORED, 72", 60A 208/240V 3PH (17.2 kW), IEC 309 (IP44), CORDLOK

Carbon Carbon Red Red White White Blue Blue
Receptacle 6' Whip 10' Whip 6' Whip 10' Whip 6' Whip 10" Whip 6' Whip 10" Whip
42-C13 UP8606M-06C  UP8606M-10C  UP8606M-06R  UP8606M-10R  UP8606M-06W UP8606M-10W  UP8606M-06B  UP8606M-10B
36-C13 UP8601M-06C UP8601M-10C  UP8601M-06R  UP8601M-10R UP8601M-06W UP8601M-10W UP8601M-06B UP8601M-10B

36-C13 and 6-C19

24-C13 and 6-C19  UP8602M-06C  UP8602M-10C  UP8602M-06R  UP8602M-10R  UP8602M-06W UP8602M-10W UP8602M-06B  UP8602M-10B

UP8607M-06R  UP8607M-10R  UP8607M-06W UP8607M-10W  UP8607M-06B  UP8607M-10B

24-C13 and 12-C19 UP8608M-06R  UP8608M-10R  UP8608M-06W UP8608M-10W  UP8608M-06B  UP8608M-10B

18-C13 and 18-C19 UP8609M-06R  UP8609M-10R  UP8609M-06W UP8609M-10W  UP8609M-06B  UP8609M-10B

30-C19 UP8621M-06C  UP8621M-10C  UP8621M-06R  UP8621M-10R  UP8621M-06W UP8621M-10W UP8621M-06B  UP8621M-10B

Available in Carbon, Red, White and Blue colors at no additional charge for orders over 24 units.

Increase monitoring accuracy with precision
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